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(54) Title: PIEZOELECTRIC ACTUATOR AND ASSOCIATED PRODUCTION METHOD 
j (54) Bezeichnung: PIEZOAKTOR UND ZUGEHORIGES HERSTELLUNGSVERFAHREN 




(57) Abstract: The invention relates to a support assembly for a piezoelectric actuator 
(15), in particular for a piezoelectric actuator for driving an injector for the injection 
system of an internal combustion engine. Said assembly comprises a holder (5-10) 
for spatially securing a piezoelectric stack (2) and two associated connection pins (11, 
12) for electrically contacting said stack (2). According to the invention, the support 
assembly is configured as a single support, which only holds a single piezoelectric 
stack (2) with two associated connection pins (11, 12). The invention also relates to 
an associated production method. 

(57) Zusammenfassung: Die Erfindung betrifft eine Montageaufnahme fur einen Pi- 
ezoaktor (15), insbesondere fur einen Piezoaktor zum Antrieb eines Injektors fur eine 
Einspritzanlage einer Brennkraftmaschine, mit einer Halterung (5-10) zur raumlichen 
Fixierung eines Piezostapels (2) und zweier zugehoriger Anschlussstifte (11, 12) fur 
eine elektrische Kontaktierung des Piezostapels (2). Gemass der Erfindung ist die 
Montageaufnahme als Einzelaufnahme ausgestaltet, die nur einen einzigen Piezosta- 
pel (2) mit zwei zugehorigen Anschlussstiften (11, 12) aufnimmt. Weiterhin umfasst 
die Erfindung ein zugehoriges Herstellungsverfahren. 
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